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DESCRIPCION

MODELO

CODIGO WT

Casa Central

Domingo French 831, B1603BNI, Villa Martelli, BS AS, Argentina
Tel:(54) 011-4709-6650

ventas@wiretechsa.com.ar

TESTER 10GPON

FOH-200 XGS-PRO

4271814
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1 - CARACTERISTICAS

 Deteccion automatica de ID de PON incluyendo ID de PON de OLT,
clase de ODN, potencia de Tx, nivel de potencia y estado de enlace de
ODN segun ITU-T

% Identificacion de ID y nimero de serie de ONU/ONT, estado de la ONU

% Medicidn y evaluacion de potencia 6ptica de bajada 1490/1577nm y
subida 1270/1310nm

%+ Conexioén Bluetooth con la aplicacion del teléfono

% Bajo consumo de energia para uso continuo prolongado, soporte de
cargador rapido de 20W

% Soporte para generar informes de prueba in situ.
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2 — ESPECIFICACION

Specifications

Applicable Metwork

Test Mode

Insertion loss

GPON+XG(S)PON
Series connect: Two ports pass through mode

<1.5dB inserion loss

OLT information: OLT FOM 1D, ODM class, Tx power

PON Data Parsing ONU information: ONU 1D, ONU SN
Power Measurement DDWT‘!"I‘IkZ 1490mm and 1577nm
Uplink: 1270nm and 1310nm
OTDR function Optional
Optical Interface SCAPC*2

USE Type-C charging port

Charging Port 20W quick charge
Power Supply 5000mAh lithium battery; Input: 5WV/2A
Display 3.5 inch touch color screen
Wireless Bluetooth connection with Android phone app
Data Storage 16G TF Card
Working Temp -10°C~-50T
Humidity 5%~95%(no condensation)
Dimension 193=04=47mm
Weight 609g
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